
3MTM PPSTM Series 2.0 Lid
Integrated fi lter for solvent-based 
or waterborne coatings

Replaceable 
Atomising Head
In various sizes

Locking Collar
Secures nozzle to the 
body

Trigger
Designed for 
smooth pull

Lightweight Durable Body
Made from an advanced composite 
reinforced with stainless steel

Needle
Regulates paint fl ow as it 
travels through the nozzle

Fluid Knob
Adjust material 
fl ow ratesShaping Knob

Adjust fan 
pattern size

3MTM PPSTM Series 2.0 Cup and Liner
All-in-one mix and spray

For more information, visit us at 
www.3m.co.uk/paintapplication

3M and PPS are trademarks of 3M Company. 
All other trademarks are property of their respective owners. 
Please recycle. © 3M 2022. All rights reserved. 

For additional information, including important safety 
and warranty information, regarding 3M Automotive 
Aftermarket Products, please visit: www.3m.co.uk/aad-info

Specifi cations
HVLP Air Consumption: 370 SLPM [13 SCFM] 
Fine Finish Air Consumption: 370 SLPM [13 SCFM] 
Max HVLP Operating Pressure: 1.38 Bar [20 psi] 
Fine Finish Operating Pressure: 2.0 Bar [29 psi] 
Operating Pressure Range: 0.5 - 2.6 Bar [7 - 37 psi]
Maximum Operating Temperature: 50 °C [122 °F] 
Maximum Operating Overpressure: 10 Bar [145 psi] 
Weight: 238 g [13.3 oz] 
Air Inlet: 1/4 BSP/NPS 
HVLP Nozzle Orifi ce Sizes: 0.9, 1.2, 1.3, 1.4, 1.6, 1.8, 2.0
Fine Finish Nozzle Orifi ce Sizes: 1.2, 1.3, 1.4

3M™ Performance Spray Gun
Details and specifi cations


